
energy storage tank
typ 750 - stainless steel spiral tube heat exchanger ¾"/30mtr.
with heat exchangers fitted in the lower bottom  

1½"ODM
heating flow

1½"ODM
heating return flow
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technical data
 
height of storage tank                     
ø without insulation                            
ø with PVC-covering            
 
  
nominal content                          
weight whitout the heat exchangers                                   
operating pressure
necessary flange for mounting the 
stainless steel spiral tube heat exchanger
maximum number of heat exchanger 
to be assembled 
stainless steel spiral tube heat exchanger 
dimension / length / weight
                     

2155mm
750mm
950mm / 100mm non woven 
incl. polystyrolplate
with completely glued PVC-covering
750ltr.
ca. 230kg
3bar
 
nominal width ø300
 
5 Stck. 
 
¾" / 30mtr. / 8kg

insulation:
100mm non-woven
incl. polystyrolplate with
completely glued 
PVC-covering

top view

front view
- without heat exchangers fitted in the lower bottom

and stainless steel spiral tube heat exchanger -
side view

from the right side

1"ODM
drinking water OUT ¾"

ring jack

1½"ODM
with flow break

½"ODF
emptying

1"ODM
drinking water IN ¾"

distribution plate

10x 1"ODM
for heat exchangers

¾"ODF
(e.g. thermostat)

maximum number of 
heat exchanger to be 
assembled 5

nominal width
ø200

1½"ODF
(e.g. electrical heater)

stainless steel spiral tube 
heat exchanger
¾" - 30mtr.

¾"ODM
(e.g. overheating-

prevention-
thermostat)

¾"ODM
(e.g. thermometer)
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nominal width
ø300

1½"ODM
with flow break

1½"ODM
with flow break

1½"ODM
with flow break


